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1
FENCING ORNAMENT

BACKGROUND OF THE INVENTION

(1) Field of Invention

The present invention relates to a fencing ornament and,
more particularly, to a fencing ornament that is easily
installed and removable.

(2) Description of Related Art

There are many applications in which fencing comprises a
plurality of parallel bars. It is also common for such fencing
to incorporate various features of ornamentation secured to
the bars. Such ornamentation may be permanently attached,
such as by welding, or may be fixed with known fasteners.

A continuing need exists for ornamentation that can be
applied to such fencing structures in a manner that is easy to
install and that may also be removed and replaced, ifrequired.

SUMMARY OF THE INVENTION

The present invention relates to a fencing ornament and,
more particularly, to a fencing ornament that is easily
installed and removable. The fencing ornament to be secured
to a fence structure comprising first and second parallel elon-
gate members and a cross member extending between the first
and second elongate members, comprises a body portion
having a first side member to be located adjacent the first
elongate member, a second side member to be located adja-
cent the second elongate member, a third side member
extending between first ends of the first and second side
members, and a fourth side member extending between sec-
ond ends of the first and second side members, and ornamen-
tation within the body portion. The fence ornament further
comprises a resilient first locking member received in a first
recess in the third side member adjacent a first side thereof. A
resilient second locking member is received in a second
recess in the third side member adjacent a second opposite
side thereof. A lug is provided on the fourth side memberto be
inserted into a hole in the cross member by movement
towards the cross member such that the fourth side member is
thereby secured relative to the cross member. Additionally, a
protrusion provided on each of the first and second locking
members is moveable by compressing the locking member
from a first position in which the protrusion extends out-
wardly through an aperture in the body portion to a second
position in which the protrusion is located within the body
portion. The protrusion on the first locking member is receiv-
able in a hole in the first elongate member, and the protrusion
on the second locking member is receivable in a hole in the
second elongate member.

In another aspect, the third side member comprises an
opening having a first internal wall located between a mid-
point of the third side member and the first side member and
a second internal wall located between the midpoint of the
third side member and the second side member, such that the
first and second internal walls thereby define the first recess
adjacent the first side member, the second recess adjacent the
second side member, and a central recess between the first and
second internal walls.

In another aspect, each locking member comprises first and
second side walls connected by a resilient member, wherein
the first protrusion is provided on the first side wall.

In another aspect, the internal walls in the opening of the
body portion each also comprise an aperture therein for
receiving second protrusions provided on the second side
walls of the first and second locking members.
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In another aspect, each of the protrusions is cylindrical in
shape and extends from opposite sides of the first and second
side walls.

In another aspect, a cover member is provided to seal
across the opening in the third side member once the fencing
ornament is secured in place between the first and second
elongate members.

In another aspect, the cover member comprises a flat plate
having first and second tabs extending transversely from the
plate such that the first tab is located in the central recess
adjacent the first internal wall, the second tab is located in the
central recess adjacent the second internal wall, and each of
the tabs comprises a hole that aligns with the aperture in the
adjacent internal wall to receive the second protrusion of the
respective locking member to hold the cover member in
place.

In another aspect, distal ends of the tabs comprise angled
faces such that when the tabs are received in the central recess,
the angled faces engage the second protrusions to move the
second protrusions back through the apertures in the internal
walls, compressing the resilient members.

Inanother aspect, the lug comprises a protrusion of circular
cross section to be received in a circular hole in the cross
member.

In another aspect, the resilient member comprises a tubular
member.

In another aspect, the tubular member has a quadrilateral
cross section.

BRIEF DESCRIPTION OF THE DRAWINGS

The objects, features and advantages of the present inven-
tion will be apparent from the following detailed descriptions
of the various aspects of the invention in conjunction with
reference to the following drawings, where:

FIG. 1a is a side-view illustration of a fence to which
fencing ornaments are secured according to principles of the
present invention;

FIG. 15 is a front, cross-sectional view illustration of the
fence of FIG. 1a through the line B-B according to principles
of the present invention;

FIG. 1¢ illustrates an enlarged view of Detail C of FIG. 15
according to principles of the present invention;

FIG. 2a is a bottom, perspective-view illustration of one of
the fencing ornaments of FIGS. 1a-1¢ according to principles
of the present invention;

FIG. 2b is an exploded-view illustration of one of the
fencing ornaments of FIGS. 1a-1¢ according to principles of
the present invention;

FIG. 3a is a side-view illustration of one of the fencing
ornaments of FIGS. la-1¢ according to principles of the
present invention;

FIG. 3b is a front, cross-sectional view illustration of the
fencing ornament of FIG. 3a through the line B-B according
to principles of the present invention;

FIG. 3¢ is a bottom, perspective-view illustration of the
fencing ornament of FIG. 3a according to principles of the
present invention;

FIG. 4a is a top-view illustration of the locking member of
the fencing ornament according to principles of the present
invention;

FIG. 4b is a front-view illustration of the locking member
according to principles of the present invention;

FIG. 4c¢ is an end-view illustration of the locking member
according to principles of the present invention;
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FIG. 4d is a bottom, perspective-view illustration of the
locking member according to principles of the present inven-
tion;

FIG. 4eis atop, perspective-view illustration of the locking
member according to principles of the present invention;

FIG. 5a is a bottom-view illustration of a cover member of
the fencing ornament according to principles of the present
invention;

FIG. 5b is a front-view illustration of the cover member
according to principles of the present invention;

FIG. 5¢ is a top-view illustration of the cover member
according to principles of the present invention;

FIG. 5d is an end-view illustration of the cover member
according to principles of the present invention;

FIG. 5¢ is a top, perspective-view illustration of the cover
member according to principles of the present invention;

FIG. 5f'is a bottom, perspective-view illustration of the
cover member according to principles of the present inven-
tion;

FIG. 6a is a side-view illustration of a second embodiment
of a fencing ornament according to principles of the present
invention;

FIG. 64 is a top, perspective-view illustration of the fencing
ornament of FIG. 6a according to principles of the present
invention;

FIG. 6c is a bottom perspective-view illustration of the
fencing ornament of FIG. 6a according to principles of the
present invention;

FIG. 7a is a top-view illustration of a third embodiment of
a fencing main according to principles of the present inven-
tion;

FIG. 7b1s a front-view illustration of the fencing ornament
of FIG. 7a according to principles of the present invention;

FIG. 7c¢ is a bottom-view illustration of the fencing orna-
ment of FIG. 7a according to principles of the present inven-
tion;

FIG. 8a is atop-view illustration of a fourth embodiment of
a fencing ornament according to principles of the present
invention;

FIG. 8b1s a front-view illustration of the fencing ornament
of FIG. 8a according to principles of the present invention;
and

FIG. 8¢ is a bottom-view illustration of the fencing orna-
ment of FIG. 8a according to principles of the present inven-
tion.

DETAILED DESCRIPTION

The present invention relates to a fencing ornament and,
more particularly, to a fencing ornament that is easily
installed and removable. The following description is pre-
sented to enable one of ordinary skill in the art to make and
use the invention and to incorporate it in the context of par-
ticular applications. Various modifications, as well as a vari-
ety of uses, in different applications will be readily apparent
to those skilled in the art, and the general principles defined
herein may be applied to a wide range of embodiments. Thus,
the present invention is not intended to be limited to the
embodiments presented, but is to be accorded with the widest
scope consistent with the principles and novel features dis-
closed herein.

In the following detailed description, numerous specific
details are set forth in order to provide a more thorough
understanding, of the present invention. However, it will be
apparent to one skilled in the art that the present invention
may be practiced without necessarily being limited to these
specific details. In other instances, well-known structures and
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devices are shown in block diagram form, rather than in
detail, in order to avoid obscuring the present invention.

The reader’s attention is directed to all papers and docu-
ments which are filed concurrently with this specification and
which are open to public inspection with this specification,
and the contents of all such papers and documents are incor-
porated herein by reference. All the features disclosed in this
specification, (including any accompanying claims, abstract,
and drawings) may be replaced by alternative features serving
the same, equivalent or similar purpose, unless expressly
stated otherwise. Thus, unless expressly stated otherwise,
each feature disclosed is one example only of a generic series
of'equivalent or similar features.

Furthermore, any element in a claim that does not explic-
itly state “means for” performing a specified function, or
“step for” performing a specific function, is not to be inter-
preted as a “means” or “step” clause as specified in 35 U.S.C.
Section 112, Paragraph 6. In particular, the use of “step of”” or
“act of” in the claims herein is not intended to invoke the
provisions of 35 U.S.C. 112, Paragraph 6.

Please note, if used, the labels left, right, front, back, top,
bottom, forward, reverse, clockwise and counter-clockwise
have been used for convenience purposes only and are not
intended to imply any particular fixed direction. Instead, they
are used to reflect relative locations and/or directions between
various portions of an object. As such, as the present invention
is changed, the above labels may change their orientation.

(D Specific Details

Referring to the figures, there is shown a fencing ornament
10 for securing to a fence 12. The fence 12 comprises a
plurality of elongate members and each of the fencing orna-
ments 10 are to be secured between an adjacent pair of elon-
gate members. FEach fencing ornament 10 is, therefore,
secured between a first elongate member 14 and a second
elongate member 15.

In the embodiment shown, the fence 12 also comprises an
upper cross member 16 and a lower cross member 17. The
elongate members extend between the upper and lower cross
members 16 and 17, and the fencing ornaments 10 are
located, between elongate members adjacent the upper cross
member 16.

Each fencing ornament 10 comprises a body portion 18 to
be received between the first and second elongate members
14 and 15. The body portion 18 includes ornamentation pro-
vided to improve the visual appearance of the fence 12. In the
embodiment shown, the body portion 18 comprises a rectan-
gular frame having a first side member 20 to be located
adjacent the first elongate member 14, and a second side
member 21 to be located adjacent the second elongate mem-
ber 15. A third side member 22 extends between first ends of
the first and second side members 20 and 21 and is located
lowermost in use. A fourth side member 23 extends between
second ends of the first and second side members 20 and 21
and is located adjacent the upper cross member 16 in use.

The rectangular frame defines an opening 24 into which is
provided the ornamentation. In the embodiment illustrated in
FIGS. 1 to 3, the ornamentation comprises a circular orna-
ment fixed within the opening 24.

The third side member 22 of the body portion 18 includes
an opening 26 on a side opposite the fourth side member 23.
The opening 26 includes a first internal wall 28 located
between a midpoint of the third side member 22 and the first
side member 20, and a second internal wall 29 located
between the midpoint of the third side member 22 and the
second side member 21. The first and second internal walls 28
and 29, thereby, define a first recess 30 adjacent the first side
member 20, a second recess 31 adjacent the second side
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member 21, and a central recess 32 located between the first
and second internal walls 28 and 29.

The fencing ornament 10 is provided with a first locking
member 34 to be received in the first recess 30 and a second
locking member 36 to be received in the second recess 31. The
first locking member 34 is provided to secure the fencing
ornament 10 to the first elongate member 14, and the second
locking member 36 is provided to secure the fencing orna-
ment 10 to the second elongate member 15.

The first locking member 34 includes a first protrusion 38
thereon that is oriented such that the first protrusion 38
extends through a first aperture 40 in the first side member 20.
The first locking member 34 is compressible such that push-
ing on the first protrusion 38 compresses the first locking
member 34 so that the first protrusion moves from a position
in which it extends through the first aperture 40 to a position
in which it is located within the body portion 18.

The second locking member 36 includes also a first pro-
trusion 38 thereon that is oriented such that the first protrusion
38 extends through a second aperture 42 in the second side
member 21. The second locking member 36 is compressible
such that pushing on the first protrusion 38 compresses the
second locking member 36 so that the first protrusion 38
moves from an extended position in which it extends through
the second aperture 42 to a retracted position in which it is
located within the body portion 18.

Each of the first and second elongate members 14 and 15 is
provided with ahole on a side facing the fencing ornament 10.
The fencing ornament 10 can, therefore, be secured between
the first and second elongate members 14 and 15 by depress-
ing the first protrusions 38 to move the first protrusions 38
within the body portion 18. The fencing ornament 10 can then
be placed between the first and second elongate members 14
and 15 and the first protrusions 38 released. The first and
second locking members 34 and 36 are resilient such that the
first protrusions 38 return to the extended position and engage
into the holes in the first and second elongate members 14 and
15. The fencing ornament 10 is, thereby, secured between the
first and second elongate members 14 and 15, as shown in
FIGS. 1a-1e.

The body portion 12 of the embodiment shown also
includes a lug 60 on the fourth side member 23. The lug 60 is
provided to be inserted into a corresponding shaped hole
provided in the upper cross member 16. The lug 60 comprises
a protrusion extending outwardly from the fourth side mem-
ber 23 such that the lug 60 may be inserted into the hole in the
cross member 16 by moving the body portion 12 towards the
cross member 16. In the embodiment shown, the lug 60
comprises a protrusion of circular cross section to be received
in a circular hole in the cross member 16.

Each of the first and second locking members 34 and 36 is
identical. The first protrusion 38 is provided on a first side
wall 44, and a second protrusion 39 is provided on a second
side wall 45. Each of the protrusions 38 and 39 is cylindrical
in shape and extends from opposite sides of the first and
second side walls 44 and 45. The second side wall 45 is
separated from the first side wall 44 by a resilient member 46
such that the first and second side walls 44 and 45 can be
compressed together and then move away from each other
when released. The compressible member 46 in the embodi-
ment shown comprises a tubular member with quadrilateral
cross section.

The internal walls 28 and 29 in the opening 26 each also
include an aperture 48 therein. Each locking member 34 and
36 is received in the respective recess 30 and 31 by compress-
ing the resilient member 46 to move the first and second
protrusions 38 and 39 towards each other. When released, the
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second protrusions 39 move into the apertures 48 in the inter-
nal walls 28 and 29 to locate the locking members 34 and 36.

The fencing ornament 10 is provided with a cover member
50. The cover member 50 is provided to seal across the
opening 26 once the fencing ornament 10 is secured in place
between the first and second elongate members 14 and 15.
The cover member 50 comprises a flat plate 52 of the same
shape as the opening 26. First and second tabs 54 and 56
extend transversely from the plate 52 such that the first tab 54
is located in the central recess 32 adjacent the first internal
wall 28 when the cover member 50 is in place across the
opening 26 and the second tab 56 is located in the central
recess 32 adjacent the second internal wall 29.

Each of the tabs 54 and 56 includes a hole 58 therein that
aligns with the aperture 48 in the internal wall 28 or 29. Distal
ends of the tabs 54 and 56 include angles faces 57 such that
when the tabs 54 and 56 are received in the central recess 32,
the angled faces engage the second protrusions 39 to move the
second protrusions 39 back through the apertures 48 in the
internal walls 28 and 29, compressing the resilient members
46. Once the holes 58 in the tabs 54 and 56 align with the
apertures 48 in the internal walls 28 and 29, the second
protrusions 39 of the locking members 34 and 36 move back
to be received within the holes 58 in the tabs 54 and 56,
thereby securing the cover member 50 in place across the
opening 26.

In use, a plurality of fencing ornaments 10 can be secured
to the fence 12. Each fencing ornament 10 is located between
an adjacent pair of elongate members to create a continuous
ornamentation on the fence 12 as shown in FIGS. 1a-1¢. The
ornamentation on the fencing ornament 10 can be any desired
style. FIGS. 6, 7, and 8 show three different types of orna-
mentation applied to the fencing ornament 10.

It will be readily apparent to persons skilled in the relevant
arts that various modifications and improvements may be
made to the foregoing embodiments, in addition to those
already described without departing from the bask inventive
concepts of the present invention.

What is claimed is:

1. A fencing ornament to be secured to a fence structure
comprising first and second parallel elongate members and a
cross member extending between the first and second elon-
gate members, the fencing ornament comprising:

a body portion having a first side member to be located
adjacent the first elongate member, a second side mem-
ber to be located adjacent the second elongate member,
a third side member extending between first ends of the
first and second side members, and a fourth side member
extending between second ends of the first and second
side members, and ornamentation within the body por-
tion;

a resilient first locking member received in a first recess in
the third side member adjacent a first side thereof;

a resilient second locking member received in a second
recess in the third side member adjacent a second oppo-
site side thereof;,

alug provided on the fourth side member to be inserted into
a hole in the cross member by movement towards the
cross member such that the fourth side member is
thereby secured relative to the cross member; and

a protrusion provided on each of the first and second lock-
ing members moveable by compressing the locking
member from a first position in which the protrusion
extends outwardly through an aperture in the body por-
tion to a second position in which the protrusion is
located within the body portion;
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wherein the protrusion on the first locking member is
receivable in as hole in the first elongate member, and the
protrusion on the second locking member is receivable
in a hole in the second elongate member.

2. The fencing ornament as set forth in claim 1, wherein the
third side member comprises an opening having a first inter-
nal all located between a midpoint of the third side member
and the first side member and a second internal wall located
between the midpoint of the third side member and the second
side member, such that the first and second internal walls
thereby define the first recess adjacent the first side member,
the second recess adjacent the second side member, and a
central recess between the first and second internal walls.

3. The fencing ornament as set forth in claim 2, wherein
each locking member comprises first and second side walls
connected by a resilient member, wherein the first protrusion
is provided on the first side wall.

4. The fencing ornament as set forth in claim 3, wherein the
resilient member comprises a tubular member.

5. The fencing ornament as set forth in claim 4, wherein the
tubular member has a quadrilateral cross section.

6. The fencing ornament as set forth in claim 3, wherein the
internal walls in the opening of the body portion each also
comprise an aperture therein for receiving second protrusions
provided on the second side walls of the first and second
locking members.

7. The fencing ornament as set forth in claim 6, wherein the
resilient member comprises a tubular member.

8. The fencing ornament as set forth in claim 6, wherein
each of the protrusions is cylindrical in shape and extends
from opposite sides of the first and second side walls.

9. The fencing ornament as set forth in claim 8, wherein the
resilient member comprises a tubular member.
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10. The fencing ornament as set forth in claim 8, wherein a
cover member is provided to seal across the opening in the
third side member once the fencing ornament is secured in
place between the first and second elongate members.

11. The fencing ornament as set forth in claim 10, wherein
the resilient member comprises a tubular member.

12. The fencing ornament as set forth in claim 10, wherein
the cover member comprises a flat plate having first and
second tabs extending transversely from the plate such that
the first tab is located in the central recess adjacent the first
internal wall, the second tab is located in the central recess
adjacent the second internal wall, and each of the tabs com-
prises a hole that aligns with the aperture in the adjacent
internal wall to receive the second protrusion of the respective
locking member to hold the cover member in place.

13. The fencing ornament as set forth in claim 12, wherein
the resilient member comprises a tubular member.

14. The fencing ornament as set forth in claim 12, wherein
distal ends of the tabs comprise angled faces such that when
the tabs are received in the central recess, the angled faces
engage the second protrusions to move the second protrusions
back through the apertures in the internal walls, compressing
the resilient members.

15. The fencing ornament as set forth in claim 14, wherein
the resilient member comprises it tubular member.

16. The fencing ornament as set forth in claim 14, wherein
the lug comprises a protrusion of circular cross section to be
received in a circular hole in the cross member.

17. The fencing ornament as set forth in claim 1, wherein
the lug comprises a protrusion of circular cross section to be
received in a circular hole in the cross member.

18. The fencing ornament as set forth in claim 17, wherein
the resilient member comprises a tubular member.
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